All measurements are approximate. Specification and material can be changed without notice.
Specification Hanse 400

- **LOA**: 12.10 m | 39’7”
- **Hull length**: 11.99 m | 39’4”
- **LWL**: 10.80 m | 35’5”
- **Beam**: 4.04 m | 13’3”
- **Draft**: 1.98 m | 6’6” (standard)
  1.65 m | 5’5” (option)
- **Displacement**: approx. 8.4 t | approx. 18,519 lb
  approx. 7.9 t | approx. 17,417 lb (epoxy option)
- **Ballast**: approx. 2915 kg | approx. 6,426 lb
- **Engine**: 29.5 kW / 40 HP
- **Fresh water**: approx. 300 l
- **Fuel tank**: approx. 140 l
- **CE Certificate**: A (ocean)
- **Design**: judel / vrolijk & co
- **Interior**: HanseYachts Design

Individual Cabin Concept
This brochure is not contractual. The yachts depicted partly comprise special equipment not included in the standard scope of supply. Illustrations may not correspond with current versions. Subject to alterations in design and equipment without notice and errors excepted.

HanseYachts Aktiengesellschaft
Salinenstraße 22 | D-17489 Greifswald
Tel: +49 (0)3834/5792-0 | Fax: +49 (0)3834/5792-30
sales@hanseyachts.com | www.hanseyachts.com